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1.Refer to the following components, which three are deployed in a typical secured Cisco Unified 

MeetingPlace solution? (Choose three.)  

A.antivirus on the Media Server blades  

B.Cisco Security Agent on the Web Server  

C.Cisco Security Agent on the Application Server  

D.SSL certificates  

Answer:B C D  

2.Which is the maximum acceptable site-to-site round-trip delay WAN/LAN requirement for Cisco Unified 

MeetingPlace deployments?  

A.1500 ms round trip  

B.150 ms round trip  

C.150 sec round trip  

D.there is no specific requirement  

Answer:B  

3.In the process of installing the Cisco Unified MeetingPlace Web Server, which two options are 

presented to select? (Choose two.)  

A.Server Location (internal or external)  

B.Database Location (local server or remote server)  

C.SSL Certificate enabled (HTTPS)  

D.Shared Storage (NAS or local)  

Answer:A B  

4.Which report will be used by customers to get details for any outdials from the Cisco Unified 

MeetingPlace system?  

A.Billing Report  

B.Outgoing Calls Export  

C.System Configuration Report  

D.Scheduling Activity by User  

Answer:B  

5.Which is the essential installation requirement to deploy a Cisco Unified MeetingPlace failover 

Application Server in a customer network?  

A.three IP addresses, one is shared between both primary and failover servers  

B.four IP addresses, two are shared between both primary and failover servers  

C.two IP addresses and one shared hostname for DNS resolutions for both primary and failover servers  

D.three IP addresses, one is shared, and one shared hostname for DNS resolution for both primary and 

failover servers  

Answer:D  


